
계통 구성도 (대체사업자 역무범위)



○ PEM(1.5㎿) 

○ AEM(1㎿ x 2기) 

구분 부하용량 비고

수전해 설비

(For Stack)

Transformer(22.9kV/440V) -- 3,000kVA : 1대

(정격부하: 1,875kW / 440V / 3상 4선 / 1회선)

ACB 차단기(4,000A) : 1대

수전해 설비

(For BOP)
180kW / 380V / 3상 4선 / 1회선

UPS 30kW / 220V / 단상 2선 / 1회선 (30분 Back up)

구분 부하용량(1기 기준) 비고

수전해 설비
1,433kW / 400V / 3상 4선

- 기능별 분리 필요(세부내용 다음페이지 참고) 부하별 개별

차단기 포함수전해 BOP 3kW / 220V / 단상 2선 / 1회선

UPS 65kW / 380V / 3상 4선 / 1회선 (15분 Back up)



○ 공통사항
- Main Calbe 300SQ / Aux Cable 90SQ / Cable 포설 및 Tray 공사 포함
- 22.9kV 수전점 연결부터 수전해 설비 전원공급용 케 포함이블까지 포함

※ AEM 수전해 설비 부하리스트

No. Name Tag Function Voltage Power Frequency Number of 
Conductors

Max wire gauge per 
conductor 

Connector 
type

1
Main 

Power In 
MPC1

MPC1 String Supply SET1 3ph 400 Vac 600 kW 60/50 Hz 3PH+N+PE - M16 screw

2
Main 

Power In 
MPC2

MPC2 String Supply SET2 3ph 400 Vac 600 kW 60/50 Hz 3PH+N+PE - M16 screw

3
Main 

Power In 
MPC3

MPC3 Auxiliary loads 3ph 400 Vac 155 kW 60/50 Hz 3PH+N+PE - M14 screw

3
Main 

Power In 
MPC3

MPC4 Spare 3ph 400 Vac 50 kW 60/50 Hz 3PH+N+PE - M14 screw

4 CAB1 CAB1 PLCs, safety system, safety 
ventilation 3ph 400 Vac 10 kW 60/50 Hz 3PH+N+PE 3x1x70+1X70+1x35 Terminal 

strip

5 Power in 
DRY1

3-phase connection for dryer 
system 3ph 400 Vac 18 kW 60/50 Hz 3PH+N+PE TBD


